
KIMRAY, Inc. Okla. City, OKPNEUMATICALLY ADJUSTED
PRESSURE REDUCING BALANCED REGULATORS

APPLICATIONS:
Used to regulate downstream pressure. Downstream

pressure is regulated to match the pneumatic signal sent
to the p i lo t .  Downstream pressure remains constant
through changes in upstream pressure.
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DOWNSTREAM PRESSURE RANGE:
3 psig to 125 psig

Pilot Assembly

Motor Valve Stem Assembly

Supply Pressure

Upstream Pressure

Downstream Pressure

Diaphragm Pressure



KIMRAY, Inc. Okla. City, OKPNEUMATICALLY ADJUSTED
PRESSURE REDUCING BALANCED REGULATORS

2", 3", 4" & 6" SGT PA-PRB

CAST IRON

125 lbs. W.P.
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*These are recommended spare parts and are stocked
as repair kits. To order repair kit, specify: “2" PRB-PNU
Repair Kit, RRI-PNU; 3" PRB-PNU Repair Kit, RRJ-PNU;
4" PRB-PNU Repair Kit, RRK-PNU; 6" PRB-PNU Repair
Kit, RRL-PNU;

NOTE: The numbers of a series assigned to a part indicate
different line sizes. For example: Seat 164P-2", 165P-3",
166P-4", 167P-6".

VALVES AVAILABLE:  DUCTILE IRON
CAT. DES. OPER.
NO. SIZE TYPE REG. NO PRESS.PRESS.

AJA-PNU 2" SCRD. 212 SGT-PA PRB 125 125
AJD-PNU 3" SCRD. 312 SGT-PA PRB 125 125
AJE-PNU 3" FLGD. 312 FGT-PA PRB 125 125
AJF-PNU 4" SCRD. 412 SGT-PA PRB 125 125
AJG-PNU 4" FLGD. 412 FGT-PA PRB 125 125
AJH-PNU 6" FLGD. 612 FGT-PA PRB 125 125

BODIES
SCREWED

183
185
187
----

FLANGED
184
186
188
189

LINE
SIZE

2"
3"
4"
6"

* Gasket 196 to 199

* Diaphragm, 3 Req'd. 110NX

Screw, 4 Req'd. 5048

Diaphragm Nut 107

Pilot Plug 112

Base 2607

Tee, 2 Req'd. 219

Seat 113

Stem 138 to 141

Seat Disc 159 to 162

Body

Upper Housing 200 to 203

Plug 1546

Ell 117

Spring 108 *

Diaphragm 5259P *

Gasket 118 *

* Seat 164P to 167P

Ratio Plug 177 to 180

Housing, 3 Req'd. 109

Diaphragm 128 to 131 *

* O Ring 154 to 157

Back Up, 2 Req'd. 149T to 152T *

* Lock Nut
173, 2"
906, 3" & 4"
175, 6"

Ell 117

Connector 204

Ell 117

Conn. 204, 2 Req'd.

Tubing

205, 2"
206, 3"
207, 4"
125, 6"

Tubing 216 to 218

Nipple 648

Spring

1388, 2"
1528, 3"
1529, 4"
1575, 6"

Seat Extension 5063

Spacer 2457CSS6 to 2460CSS6

Ell 117

Channel Seal

4557C, 2" *
4561C, 3"
4566C, 4"
4571C, 6"

Lower Housing

4557B, 2
4561B, 3
4566B, 4
4571B, 6"

* O Ring 5225 to 5227

Plug 699

* Spacer Ring 5258
Breather Plug 147

Spacer Ring 2021

Seat 111

Plate 2022

Retainer 2457BSS6 to 2460BSS6

Screw

191,   8 Req'd. 2"
192, 10 Req'd. 3"
193, 12 Req'd. 4"
194, 16 Req'd. 6"

Tubing
5273, 2"
 213, 3", 4"
 125, 6"

Nipple
648, 2" & 6"
 75, 3"
 76, 4"

Tubing
3034, 2"
  918, 3"
2603, 4"
  125, 6"

Diaphragm Plate 133 to 136
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